
Navigator central locking system ready for 
                      BMW R 1200RT LC /1250 RTW 

Electric & Installation instructions 
/ Elektrik & Einbauanleitung

1. 2.

3.

Unscrew and remove Windshield plastic holder Unscrew and remove Windshield 

Remove dashboard plastic holder
Unscrew and remove plastic plug-screw

Install electric cable to the right or left side      Install cable near central lock actuator 

Push up and detach plastic plug ,Use largest Screwdriver

Den Windschutzscheibenhalter Demontieren /Entfernen Die Windschutzscheibe Demontieren /Entfernen

Armaturenbrett Demontieren  Verschlussschraube abschrauben

Nach oben drucken und ausziehen (mit große Schraubenzieher)

Netzkabel auf der rechten oder Links Seite einlegen Netzkabel bis Zentralverriegelung installieren / einlegen

 For model With central locking / Für Modell mit Kofferverriegelung
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5.

OPTION only with Sirius Satelite Radio antenna

only for USA 
user with Sirius

Satelite Radio antenna

little fix-curved

4.

6. 7.

Sirius Radio Antenna with original metal holder ,must remove from dashboard,and only 
Antenna must puts back to the adhesive tape on the new Navi Lock Holder. It is mounted 
on top of the metal. Here is a picture of the unit mounted viewed from underneath. Once the 
dash cover is closed up  the antenna is on top of the bracket and has clear access to signals. 

Sirius
top

sirius

Original Glove Box Lead

Lead from
Nav Lock New

Connector


	Page 1

